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(f) The comparisons specified in para-
graph (e) of this section shall consist of 
two comparative evaluations that pre-
dict radionuclide releases for 100,000 
years after repository closure and shall 
be conducted as follows. First, the sites 
shall be compared by means of evalua-
tions that emphasize the performance 
of the natural barriers at the site. Sec-
ond, the sites shall be compared by 
means of evaluations that emphasize 
the performance of the total repository 
system. These second evaluations shall 
consider the expected performance of 
the repository system; be based on the 
expected performance of waste pack-
ages and waste forms, in compliance 
with the requirements of 10 CFR 60.113, 
and on the expected hydrological and 
geochemical conditions at each site; 
and take credit for the expected per-
formance of all other engineered com-
ponents of the repository system. The 
comparison of isolation capability 
shall be one of the significant consider-
ations in the recommendation of sites 
for the development of repositories. 
The first of the two comparative eval-
uations specified in the paragraph (e) 
of this section shall take precedence 
unless the second comparative evalua-
tion would lead to substantially dif-
ferent recommendations. In the latter 
case, the two comparative evaluations 
shall receive comparable consideration. 
Sites with predicted isolation capabili-
ties that differ by less than a factor of 
10, with similar uncertainties, may be 
assumed to provide equivalent isola-
tion. 

[66 FR 57334, Nov. 14, 2001] 

§ 960.3–2 Siting process. 
The siting process begins with site 

screening for the identification of po-
tentially acceptable sites. This process 
was completed for purposes of the first 
repository before the enactment of the 
Act, and the identification of such sites 
was made after enactment in accord-
ance with the provisions of section 
116(a) of the Act. The screening process 
for the identification of potentially ac-
ceptable sites for the second and subse-
quent repositories shall be conducted 
in accordance with the requirements 
specified in § 960.3–2–1 of this subpart. 
The nomination of any site as suitable 
for characterization shall follow the 

process specified in § 960.3–2–2, and such 
nomination shall be accompanied by an 
environmental assessment as specified 
in section 112(b)(1)(E) of the Act. The 
recommendation of sites as candidate 
sites for characterization shall be ac-
complished in accordance with the re-
quirements specified in § 960.3–2–3. 

[49 FR 47752, Dec. 6, 1984, as amended at 66 
FR 57335, Nov. 14, 2001] 

§ 960.3–2–1 Site screening for poten-
tially acceptable sites. 

To identify potentially acceptable 
sites for the development of other than 
the first repository, the process shall 
begin with site-screening activities 
that consider large land masses that 
contain rock formations of suitable 
depth, thickness, and lateral extent 
and have structural, hydrologic, and 
tectonic features favorable for waste 
containment and isolation. Within 
those large land masses, subsequent 
site-screening activities shall focus on 
successively smaller and increasingly 
more suitable land units. This process 
shall be developed in consultation with 
the States that contain land units 
under consideration. It shall be imple-
mented in a sequence of steps that first 
applies the applicable disqualifying 
conditions to eliminate land units on 
the basis of the evidence specified in 
§ 960.3–1–4–1 and in accordance with the 
application requirements set forth in 
appendix III of this part. After the dis-
qualifying conditions have been ap-
plied, the favorable and potentially ad-
verse conditions, as identified for each 
remaining land unit, shall be evalu-
ated. The presence of favorable condi-
tions shall favor a given land unit, 
while the presence of potentially ad-
verse conditions shall penalize that 
land unit. Recognizing that favorable 
conditions and potentially adverse con-
ditions for different technical guide-
lines can exist in the same land unit, 
the DOE shall seek to evaluate the 
composite favorability of each land 
unit. Land units that, in the 
aggregrate, exhibit potentially adverse 
conditions shall be deferred in favor of 
land units that exhibit favorable condi-
tions. The siting provisions that re-
quire diversity of geohydrologic set-
tings and rock types and consideration 
of regionality, as specified in §§ 960.3–1– 
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